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LUMIFLON® FEVE Fluoropolymer Resins for Metal Substrates

Long-lasting Top Coat Protection for Facades, Roofs, Bridges and More

LUMIFLON FEVE based coatings maintain gloss and color when applied to buildings, bridges,
water towers, aircraft, automobiles, and other structures for well over 30 years. FE4300 water-
based acrylic blends offer a variety of formulations that can be tailored to meet precise specifications.
FEVE / Acrylic blends can also be applied in the field with brush, roller and spray techniques, and
subsequently air dried. In addition, FEVE blends can also be used where touch up and recoating

of surfaces is needed. High performance coatings made with these protective resins can extend the
lifetime of bridges, roofs and other metal substrates, while also reducing the frequency of maintenance.

Features and Benefits Typical Properties

e Durability Property LUMIFLON FE4300

e Weatherability , ,
o ) Appearance Milky White

e UV radiation resistant
e Protection from salt and water Weight Solids, % 50
e Anti-corrosive properties pH 7-9
¢ Reducegliiegyeicfcost lonic Character Anionic
e Field applied/air-cured

Particle Size, nm 100-200

L. Specific Gravity, 25°C 1.13

Applications

Minimum Film Forming T, °C 35
e Roofs e Water towers

e Bridges * Metal facades




LUMIFLON FE4300/Acrylic Blends: QUV-A Weathering
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-o- 70% FE4300/30% Acrylic Blend -e- 50% FE4300/50% Acrylic Blend 30% FE4300/70% Acrylic Blend -o- 100% Acrylic Blend

LUMIFLON FE4300/Acrylic Blends: South Florida Weathering
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South Florida Weathering [months]

-e- 100% FE4300 -s- 70% FE4300/30% Acrylic Blend 70% FE4300/30% Acrylic Blend

To see our full range of High Performance Coatings and Agents, please visit http://www.agcchem.com/products/

AGC Chemicals Americas, Inc. www.agcchem.com
55 E. Uwchlan Avenue, Suite 201 Telephone: +1 610-423-4300 Visit our website for compliance information and

industry certifications.

Exton, PA 19341 Toll Free (US only): 800-424-7833
United States of America Fax: +1 610-423-4305 LUMIFLON® is a registered trademark of AGC, Inc.



https://www.brochuredesigners.com/
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